
399±2mm (15.71 inches)

     214±3mm (8.43 inches) 

                 772±3mm (30.39 inches)

     827±3mm (32.56 inches)

2026.4Ah 

Without Electrolyte 110.0kg (242.6lbs)
    With Electrolyte  150.0 kg (330.8lbs)

M8  

16000A (5s)

Approx 0.30mΩ

Initial Charging Current less than 0.1СA.Voltage 
0 0 0

2.35V~2.40V at 25 C(77 F)Temp. Coefficient -3mV/ C

o o 
40 C    (104 F)

o o 25 C    ( 77 F)
o o 

0 C      ( 32 F)

Layout

OPzS Series-Flooded Battery 

Specifications

Rated Voltage

C ,1.75V/cell8

Effect of temp. to Capacity

2V 

SAN transparent container

Cycle Use 

(25℃)

Standby Use Initial Charging Current less than 0.1СA. Voltage 
0 0 02.25V~2.30V at 25 C(77 F)Temp. Coefficient -2mV/ C

16 OPzS2000(2V2026.4Ah)

103%

100%

86%
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o≤4% per month at 25 CSelf Discharge

0 0Discharge                                              -15～55 C (5～131 F)
0 0Charge                                                   0～45 C (32～113 F )

0 0Storage                                                  -15～45 C (5～113 F)

0 025±3 C (77±5 F )

0 0Constant Current Discharge (Amperes) at 25 C (77 F )

0 0Constant Power Discharge (Watts/cell) at 25 C (77 F )

F.V/Time 30min 45min 1h 1.5h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 922.5 872.0 813.9 691.6 594.5 457.9 379.0 327.2 287.3 234.1 196.3 107.7

1.80V/cell 1156.2 1052.4 951.2 777.7 655.0 500.2 409.7 349.1 305.1 246.4 205.0 112.0

1.75V/cell 1299.7 1167.2 1033.2 829.5 697.0 526.9 427.9 364.2 316.7 253.3 209.5 114.2

1.70V/cell 1385.8 1224.6 1088.6 870.5 727.8 544.0 441.3 374.0 324.5 257.6 213.1 116.1

1.65V/cell 1459.6 1298.4 1131.6 899.2 745.2 560.4 451.5 382.3 330.8 262.2 216.7 117.8

1.60V/cell 1553.9 1350.2 1170.6 922.5 762.6 569.9 458.2 387.5 335.4 265.4 219.2 118.9

F.V/Time 30min 45min 1h 1.5h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 1709.4 1624.1 1522.9 1298.9 1121.4 867.9 721.4 625.4 552.0 451.7 380.4 209.8

1.80V/cell 2106.8 1932.0 1754.1 1440.9 1221.8 938.1 771.7 661.5 581.5 471.6 394.2 216.4

1.75V/cell 2336.6 2110.6 1881.3 1519.7 1288.7 980.6 801.3 686.8 599.9 482.2 400.8 219.4

1.70V/cell 2450.1 2191.0 1963.4 1583.3 1335.8 1006.0 822.1 702.1 612.7 488.7 405.7 222.0

1.65V/cell 2545.7 2299.0 2025.8 1624.7 1361.9 1031.4 838.5 714.8 622.5 495.5 411.1 224.4

1.60V/cell 2652.5 2362.9 2078.3 1658.3 1386.7 1043.8 846.5 720.8 627.9 499.1 413.9 225.4

(10hr,205.0A,1.80V/cell)

(5hr,364.2A,1.75V/cell)

(3hr,526.9A,1.75V/cell)

(1hr,1170.6A,1.60V/cell)

2050.0Ah

2026.4Ah

1821.0Ah

1580.7Ah

1170.6Ah

(8hr,253.3A,1.75V/cell)
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Applications 

Discharge Characteristics Charge voltage Vs ambient temperature curve

Discharge capacity Vs Ambient temperature curve (I10A)

• Buoy lighting   

• Standby power

 • Railway signalling 

• Telecommunications

• Emergency lighting systems 

• Alternative power (solar, wind)

 • Maritime standby power on 
   ships and ashore 
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Discharge Characteristics Charge voltage Vs ambient temperature curve

Discharge capacity Vs Ambient temperature curve (I10A)

Standards 

•  Manufactured in Leoch®TS16949,
    OHSAS 18001,ISO 9001 and  ISO
    14001certified production facilities

•  Compliance with IEC60896, DIN 40736
    standards  
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Battery temperature

Battery temperature

Float Service Life  

General Features 

• Lower self discharge

• Higher thermal capacity, no 
   thermal runaway will occur

• Superior deep cycle performance

• Wide operation temperature range
   

0• C20 years design life(25 )

0 0    Temperature:25 C(77 F)
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